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PROPOSED SIGNALS

REMOVE EXISTING PEDESTAL SIGNAL

12,13

REALIGN EXISTING SIGNAL HEADS

INSTALL NEW LED SIGNALS @
INSTALL NEW SIGNS '
EXISTING HANDHOLE TO BE REMOVED : ' %
INSTALL 3 INCH SCHEDULE 80 RIGID ELECTRICAL
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INSTALL HANDHOLE |
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INSTALL 8’ X 6 'LOOP DETEGTORS (4 TURNS) PROPOSED VIDEQ
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EXISTING VIDED
DETECTION

EXISTING CONTROL GABINET TC REMAIN

EXISTING CONDUIT TO REMAIN

INSTALL 1" CONDUIT RIGID STEEL- OPEN TRENCH

INSTALL 4" CONDUIT — OPEN - TRENGH
INSTALL 4" CONDUIT — DiHEc’;TIONAL BORE

!
EXISTING SERVICE PEDESTAL TO REMAIN

DETECTION ZONE.

PROPOSED SIGNS
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PROPOSED NEMA PHASING

B2

B3

FLASHING
B4 OPERATION

NOTE ¢
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
FHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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GENERAL NOTES /
1. VIDEQ CAMERA LOCATION /ALIGNING SHALL BE
COORDINATED WITH THE SHA ENGINEER. .
) SHA No: BW501M83
2. THE CONTRACTOR SHALL VERIFY ALL PROPQOSED POLE MD 100 @ VD 607
- AND CABINET LOCATIONS PRIOR TO INSTALLATION. |
3. FOR FINAL PAVEMENT MARKINGS REFEF TO THE e _—
PAVEMENT MARKING PLANS. OTHER THAN THOSE
i DETAILED ON THE PLAN ALL PAVEMENT MARKINGS
SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STATE OF MARYLAND
STANDARDS 549,01 THROUGH 549.04. DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATICN
4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED OFFICE OF TRAEFIC & SAFETY
SHALL BECOME THE PROPERTY OF THE SIGNAL TRAFFIC ENGINEERING DESIGN DIVISION
i CONTRACTCR UPON COMPLETION OF THE NEW SIGNAL INTERSECTION IMPROVEMENTS
GEOMETRIC LEGEND : MD 100 AT MD 607 , ;
__________________ . : SIGNAL, SIGNING AND PAVEMENT MARKINGS
EXISTING 5. THE CONTRAGTOR SHALL BE RESPONSIBLE FOR
— — —=—==—-= PROPOSED TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE
_ TERMINALS AND PROPERLY LABEL EACH CABLE. APPROVALS REVISIONS TRAFFIC SIGNAL PLAN
UTILITY LEGEND . :
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